
 

TABLE 701-15 

GRADE S MIXTURE DESIGN AND PRODUCTION REQUIREMENTS 

¾ inch (19 mm), ½ inch (12.5 mm) and ⅜ inch (9.5 mm) Nom. Max. Aggregate Size 

20 Year Design 

ESALs1 

Number of Compactive 

Gyrations 
% of Rice 

Coarse Agg 

Angularity 
VMA % VFA % 

VTM % 

(Air Voids) 

DP(Dust to 

effective 

binder ratio)2 

Total (million) Daily 
Initial 

(Nini) 

Design 

(Ndes) 

Max 

(Nmax) 

Max@ 

Nini 

Max@ 

Ndes 

Max@ 

Nmax 

1 face / 

2 face 

Min @ 

Ndes 

(¾ in) 

Min @ 

Ndes 

(½ in) 

Min @ 

Ndes 

(⅜ in) 

Range@ 

Ndes 

Range @ 

Ndes 

Range 

(P0.075/ Pbe) 

≤ 0.3 ≤ 41 

7 75 115 

91.5 

96 to 

96.6 
98 

75/ - 

≥ 13.0 ≥ 14.5 ≥ 15.5 

70 to 80 

3.4 to 4.0 0.6 to 1.4 0.3 to <10 
41 to 

<1370 
90.5 85/80 

65 to 78 

≥ 10 ≥1370 89 95/90 
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